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Compact camera 

(colour)

MorE-CSModel

Housing protection class

Shock resistance

Vibration resistance

Housing

Horizontal image angle

Min. light intensity

Resolution

Image sensor

Video-signal

Power-supply

Operation temperature

Window heater

Brightness adjustment automatic

Storage temperature -40 ℃ … +80 ℃

Current consumption

IP69K

320.000 Pixel

1/3" CCD-Sensor

FBAS, 1 Vss / 75 Ohm

12 V DC ± 1 V

0,25 A

-35 ℃ … +75 ℃

automatic controlled

> 50 g

> 10 g

Aluminum, anodized

20° / 40° / 70°/ 90°/ 100° / 115°

< 0,3 lx

Technical Data

Dimensions

This camera series has been designed for rugged environments. The 

robust, resistant housing consists of CNC-milled aluminium. It is 

equipped with an extended objective allowing larger image segments to 

be displayed. With viewing angles between 20 and 115 degrees, the 

MorE-CS covers all important areas around the vehicle.

Dimensions

Zoom camera

MorE-ECModel

Housing protection class

Shock resistance

Vibration resistance

Housing

Horizontal image angle

Zoomfactor

Min. light intensity

Resolution

Image sensor

Video signal

Current consumption

Storage temperature

Weight 1,25 kg

Operating temperature -35 ℃ … +60 ℃

Voltage supply

IPX5, IP68

0,7 lx

440.000 Pixel

1/4“ CCD-Sensor

FBAS

24 V DC

max. 0,45 A

-40 ℃ … +85 ℃

Window heater

Salt fog resistant IEC 60068

automatic controlled

> 50 g

> 10 g

Aluminum, anodized

2,8° … 48°

18 x optical, 12 x digital (216 x Zoom, Autofocus), horizontal: 54,2° … 2,2°, vertical : 36° …1,4 °

Technical Data

The MorE-EC has been specially developed for load monitoring 

applications at mobile cranes, tower cranes and lattice mast cranes. 

State-of-the-art, modular video technology provides sharp, high-contrast 

images and allows for up to 312-fold zooming.  System Bus allows for 

independent, digital control of camera functions and simple system 

handling.


